Abstract-Multi-modality imaging studies are becoming more widely utilized in the analysis of medical data. Anatomical data from CT and MRI are useful for analyzing or further processing functional data from techniques such as PET and SPECT. When data are not acquired simultaneously, even when these data are acquired on a dual-imaging device using the same bed, motion can occur that requires registration between the reconstructed image volumes. As the human torso can allow non-rigid motion, this type of motion should be estimated and corrected.
I. INTRODUCTION

M
ULTI-MODALITY imaging studies are becoming more widely utilized in the analysis of medical data. X-ray computed tomography (CT) data depicts high contrast structure of bony tissue, magnetic resonance imaging (MRI) provides excellent contrast of soft tissue, and nuclear imaging techniques such as positron emission tomography (PET) and single photon emission computed tomography (SPECT) provide functional data. Analysis of the data is enhanced by the complementary information present in a multi-modality study, and techniques exist that use anatomical datasets to further process functional images. In order to analyze or utilize data from two different modalities, accurate registration is necessary.
Most registration algorithms used in medical imaging assume that objects captured in the images move as a single rigid body. This may be appropriate for imaging of the head, but for studies of the human torso, a more sophisticated motion description is desired. Soft tissue within the torso can deform elastically, yet there are also structures, usually bone, that are constrained to move locally in a rigid fashion.
This work is part of a study investigating the progression of degenerative diseases in the spine and knee, in particular spinal stenosis and osteoarthritis. Such diseases can affect both bone and soft tissue, so the accurate registration of both rigid and non-rigid structures is important. We report here a registration technique that permits rigid alignment of bony structures while allowing elastic transformation of soft tissue to more accurately register the entire image volume.
In this paper, the registration technique is applied to CT and MR spine datasets. Past authors have attempted to register multi-modal datasets of the torso or spine using landmarks and globally rigid techniques [1] . A globally elastic technique has been proposed for registration of PET and CT torso data [2] , and a deformation technique incorporating rigid structures has also been reported which uses manually speciÞed landmarks and segmented rigid structures [3] . The current work makes use of automatically deÞned landmarks in a hybrid rigid/non-rigid registration of volumetric data. Separate rigid transformations are used to describe the motion of each segmented bony structure, and the motion of soft tissue is described by a thin plate spline (TPS). The TPS has been implemented to model elastic stiffness matching the actual image data.
II. METHODS
Image datasets of the lumbar spine were acquired using a GE 1.5T Signa MRI scanner and a GE multidetector CT scanner. Axial T1 MRI images were acquired using spin echo imaging with TR=633 msec, TE=9 msec. 256 x 256 x 42 voxel MRI volumes were acquired from a volunteer using a voxel size of 0-7803-7636-6/03/$17.00 ©2003 IEEE.0.7 x 0.7 x 3.0 mm. CT data were acquired to produce a 512 x 512 x 75 voxel volume with 0.35 x 0.35 x 3.0 mm voxels. To produce smaller datasets with Þner axial sampling, the CT data were resampled into 128 x 128 x 107 voxel volumes with voxel size 1.4 x 1.4 x 2.1 mm using trilinear interpolation. In addition, to test our algorithm on data sets with a larger range of motion, we obtained images of the isolated lumbar spine of a cadaver, which was Þtted from a previous study into a frame to allow intentional ßexion and extension. We used 256 x 256 x 9 voxel MRI volumes (1.0 x 1.0 x 5.0 mm) from this previous study and acquired corresponding 512 x 512 x 109 voxel CT datasets at 0.35 x 0.35 x 1.25 mm, in neutral, extended, and ßexed positions.
The goal of the registration process is to correctly and automatically deform the MRI volume so that it matches the reference CT volume. The Þrst step in this task is the segmentation of the vertebrae from the background in the CT data. This was carried out using a semi-automatic process using a sequence of thresholding, 3D region growing and Þltering operations combined with manual editing.
Registration of the CT to the MRI dataset requires an appropriate metric to compare how well the two image volumes are aligned. For matching multi-modal datasets like these CT and MRI data, the mutual information cost function has been found to work well [4] Ð [6] .We use this metric Þrst in a globally rigid registration scheme to approximately align features in the MRI dataset with those in the CT. Once the global registration has been obtained, the hybrid deformable registration proceeds as follows. To isolate the motion of each rigid bony structure, a subvolume is deÞned in the CT data using the bounding boxes of each segmented vertebra. These (possibly overlapping) subvolumes are then independently aligned to the MR data again using a rigid transformation and the mutual information cost function. In this case, the CT voxels are masked so that only voxels within the boundaries of the bony tissue contribute to the cost function. For N separate vertebrae, the local registrations result in N separate rigid transformations.
At this point, a description is available that properly aligns those parts of the MRI and CT data representing bony tissue, but not for the adjacent soft tissue. To align the soft tissue, a smoothly varying deformation is computed using an approximating TPS algorithm [7] , [8] . The TPS technique requires a sparse set of landmarks that are to be brought into correspondence. These landmarks are automatically obtained from the segmented data using simple edge-detection techniques and random sampling from the edge candidates. A smoothness parameter is also included in the TPS formulation. This parameter is used to characterize the stiffness of the soft tissue. Automatic estimation of an appropriate stiffness factor is obtained iteratively by using the mutual information cost function on the result of the overall hybrid deformable transformation.
III. RESULTS
The algorithm is Þrst applied to a simpliÞed dataset showing exaggerated motion, seen in Fig 1. The L2 and L4 segmented vertebrae from the volunteer dataset were isolated to form a simpliÞed reference phantom, as seen in the top row of Fig 1. Each vertebra was separately rotated and translated to produce a deformed dataset simulating patient movement, shown in the middle row. The registration algorithm was then applied to the deformed volume to arrive at a registered volume, seen in the bottom row. Grid lines have been added to the deformed and registered data to show the transformation. It is seen that the grid lines remain orthogonal within the vertebrae of the registered volume, indicating a rigid local transformation in those regions. The surrounding soft tissue, however, was allowed to deform smoothly according to the TPS. Results on the cadaver spine images are seen in Fig. 2. 0-7803-7636-6/03/$17.00 ©2003 IEEE.
An edge map of the approximate vertebral surface boundaries from the reference CT image is superimposed on the target MR images to better compare their alignment. This dataset has a large range of motion so we can see the improvement given by the subvolume local registration in an actual image as opposed to just in the simple phantom. However, much of the soft tissue that is present in living beings has been stripped from the cadaver spine so the improvement from the non-rigid portion of the hybrid registration is not as clear as it might be in clinical images.
Next we consider the results from the volunteer dataset to test the algorithm on a more clinically relevant and realistic set of data. Results on the volunteer dataset are seen in Fig. 3 . Again, edge maps from the reference CT are shown for each step of the algorithm. The Þrst two rows show the original CT and MR datasets. A globally rigid registration obtained using the mutual information-based technique brings the datasets into fairly close alignment. Finally, the hybrid technique using the individually computed rigid transformations along with the TPS is seen in the bottom. Because in this case, the non-rigid component of the motion between the CT and MRI data was fairly small, it is hard to appreciate the difference in the registrations between the rigid and hybrid approaches. However, the mutual information between the CT and the TPS version is greater than for the rigidly aligned version, indicating that the TPS registration is more accurate.
Future work will investigate the effect segmentation quality has on the resulting registration. Since the rigid/non-rigid boundary and the location of the control points are determined based on the edges of the segmentation, the accuracy of the registration could depend greatly on the accuracy of the segmentation. In addition, we will test the effects of increasing or decreasing the number of control points, especially since this number has a large effect on computation time. Changing the criteria for selecting control points from the segmented edge candidates may also affect the registration accuracy. Finally, we will include the registration of [
18 F]ßuoride ion PET bone images and evaluate the algorithm performance on this different modality. 
